
NON-ELECTRIC GATE ASSEMBLY

ELECTRIFIED WIRE GATE ASSEMBLY

SIGN DETAIL

DOUBLE "U" INSULATOR DETAIL

WRAP-AROUND INSULATOR DETAIL

ELECTRIFYING A STEEL GATE

NOTES:

8" (203 mm) 5'-1" 5'-0" 5'-1" 8" (203 mm)

16'-6" C. TO C.

12" (305 mm)

12" (305 mm)

8" (203 mm)
WRAP AROUND INSULATOR

THREE TWISTED STRANDS OF 12 1/2 GAUGE
GALV. BARBED WIRE OR FIVE STRANDS
OF 12 1/2-GAUGE HIGH TENSILE, SMOOTH WIRE.

LOOP AROUND END STAYS, WRAP, & STAPLE
TO MIDDLE STAYS.

ONE LOOP OF NINE GAUGE
OR 12 1/2-GAUGE HIGH
TENSILE, SMOOTH WIRE,
WRAP AND STAPLE.
AT BACK OF POST. TYP.
AT FOUR POINTS FOR EACH 

2'
-0

"

DOUBLE "U" INSULATOR

ELECTRIC FENCE TAP
OR CRIMP SLEEVE

12 1/2 GAUGE 
SMOOTH GALVANIZED WIRE

  LOOP AROUND POST,
WRAP AND STAPLE.

4 EA, 3"

4'-0" (1219 mm) 

DOUBLE "U"
MODULATOR

SPRING-LOADED INSULATING HANDLE

 GLASS RADIO ANTENNA INSULATOR

CRIMP SLEEVEEYEHOOK

HOG RINGS

SEE SIGN DETAIL

1/2" (13 mm) PLASTIC PIPE 12"-24" (305 - 610 mm) 

WRAP AROUND
INSULATOR (TYP.)

6" (152 mm) POST

WARNING!

ELECTRIC

FENCE

1. CONSTRUCT GATE PANELS THE SAME AS STRESS PANELS.

4" (102 mm)

HORIZONTAL BRACE ASSEMBLY

FLEXIBLE CONNECTOR

INSULATING TUBE
GROUND WIRE

TWITCH WIRE

GROUND WIRE
FROM ENERGIZER

GROUND ROD
EVERY 1500'
TO 3000'

(DRY)

(WET)

STEEL GATE

FIBERGLASS RODS OR
MULTI-GROOVE
DROPPERS

LIVE WIRE

BURIED UNDERGROUND

LIVE WIRE FROM ENERGIZER

1/2" (13 mm) PLASTIC PIPE 
 12" - 24" (305 - 610 mm) 

INSULATING TUBE

2. IN THE ELECTRIFIED WIRE GATE ASSEMBLY, FLEXIBLE CONNECTORS
  MAY BE USED IN PLACE OF CRIMP SLEEVES WHERE APPROPRIATE.

PRESSURE-TREATED POST

-

12'-6"

LIVE WIRE FROM ENERGIZER

LIVE WIRE

GROUND WIRE

LIVE WIRE

GROUND WIRE FROM
ENERGIZER

INSULATING TUBE

INSULATING TUBE

1/2" (13 mm) PLASTIC PIPE
12"-24" (305 - 610 mm) 

ALTERNATE GATE ASSEMBLY SYSTEM

INSULATED HOOK-UP WIRE
POLYETHYLENE TUBING

12"-24" (305 - 610 mm) DEEP

HOOK UP SAME AS
SHOWN IN DRAWING ABOVE

(5029 mm)

(1549 mm)(1524 mm)(1549 mm)

WOOD STAYS

UNDERGROUND

(3810 mm)

UNDERGROUND

3. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS

FOLLOWING THE ENGLISH UNITS.

(457 m to 914 m)

LIVE WIRE

(6
09

 m
m

)

GATE.


